
 

QUALICY RESIN COATED SAND 
 

TYPICAL TEST RESULTS 
 

PARAMETERS 
RESIN 2.5% 
(Hexa 18%) 

Resin 3.4% 
(Hexa 18%) 

Resin 4% 
(Hexa 18%) 

Date  ##### #### #### 

Room Temp  27 27 29 

Relative Humidity  73 72 78 

INPUT PARAMETERS 

Sand Quantity / Batch (Kg) 500 500 500 

Density Of Sand (G/cc) 1.62 1.61 1.64 

Silica Content (%) 98.62 98.64 98.71 

ADV (cc/gm) 2.1 1.0 - 1.2 2.1-2.2 

AFS 62 61 61 

    

OUTPUT PARAMETERS 

Hot Tensile Strength HTS ( 3 
min) 

15 -18 
kg/cm2 

23-24 kg/cm2 26-29 kg/cm2 

Cold Tensile Strength CTS ( 
3min) 

 17-19 
kg/cm2 

24-25 kg/cm2 29-31 kg/cm2 

Transverse Strength 32-38 kg/cm2 48-55 kg/cm2 55-70kg/cm2 

Loss on Ignition (LOI) % 1.9-2.4% 2.4-2.8% 2.7-3.1 % 

Gas Emission (cc/g) 9-13 16-19 18-20 

Peelback  0.8 % 0.79 % 0.77% 

Stick Point 
Above 95 
Deg 

Above 95 
Deg 

Above 95 Deg 


